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1. About the Manual for the Mageia Control Cen-
ter

The Mageia Control Center (MCC) has eight different options or tabs to choose from in
the left column, and even ten if the drakwizard package was installed. Each of these
tabs gives a different set of tools that can be selected in the big right panel.

The ten following chapters are about those ten options and the related tools.

The last chapter is about some other Mageia tools, that cannot be chosen in any of
the MCC tabs.

The titles of the pages will often be the same as the titles of the tool screens.

There is also a search bar available, which you can access by clicking on the "Search"
tab in the left column.

2. Upravitelj virov programske opreme

File Options Help

o * Software Management

I S8 install & Remove [
u Software “ Update your system

[ Configure updates [ Configure media sources
frequency for install and update

Software Management

Hardware

Network &

In this screen you can choose between several tools for software management. Click
on a link below to learn more.

Upravitelj virov programske opreme

1. Razdelek 2.1, “Software Management (Install and Remove Software)”
2. Razdelek 2.2, “Posodabljanje programskih paketov” = Update your system




3. Razdelek 2.3, “Nastavite frekvenco posodabljanja”
4. Razdelek 2.4, “Nastavi vire” = Configure media sources for install and update

2.1. Software Management (Install and Remove Software)
rpmdrake
File Options View Help

J
Software Management

Packages with GUI  ~ | Al v | Find: |« f

ﬁ Accessibility ~ : Package ¢ Version | Release | Status E]

anki
> gArchiving —  Flashcard program... 12° 200422
ardesia
, W Books —  Afree digital sketc... 1.0 4mga2
S auto-multiple-ch... 1.1.0 1.maa3

@ Communications —  Auto Multiple Choic.., = mg

- canorus

m Databases — A music score editor 07 2:mgaz

T childsplay d
2 mDevelopment — | — Games for children... 1.6 1.mga2 :

mEd'torS anki - Flashcard program for using space repetition

sl Educati learnin

= ucatien g

2~ Emulators Motice: This is an official package supported by Mageia

A | Ankiis a program designed to help you remember facts (such as words |

m File tools and phrases in a foreign language) as easily, quickly and efficiently as

possible. Anki is based on a theory called spaced repetition.

! f." | Games |

. > Details: A
| ;;- Graphical desktop : o Y s v

Selected: 0B / Free disk space: 3.1GB
Select all Apply o Quit

2.1.1. Predstavitev orodja rpmdrake

This tooll, also known as drakrpm, is a program for installing, uninstalling and updating
packages. It is the graphical user interface of URPMI. At each start up, it will check
online package lists (called 'media') downloaded straight from Mageia's official servers,
and will show you each time the latest applications and packages available for your
computer. A filter system allows you to display only certain types of packages: you may
display only installed applications (by default), or only available updates. You can also
view only not installed packages. You can also search by the name of a package, or
in the summaries of descriptions or in the full descriptions of packages or in the file
names included in the packages.

To work, romdrake needs the repositories to be configured with Razdelek 2.4, “Nastavi
vire” .

installation, generally the DVD or CD. If you keep this medium, rpmdrake will

During the installation, the configured repository is the medium used for the
: ask it each time you want to install a package, with this pop-up window :

To orodje lahko zaZenete v ukazni vrstici z ukazom rpmdrake kot skrbnik.




@ o Change medium

(<
@
(x

Please insert the medium named "Core Release"

| Cancel ok

If the above message annoys you and you have a good internet connection
without too strict download limit, it is wise to remove that medium and re-
place it by online repositories thanks to Razdelek 2.4, “Nastavi vire” .

Moreover, the online repositories are always up to date, contains much more
packages, and allow to update your installed packages.

2.1.2. The main parts of the screen

Mageia Conlral Cenler [om localhosi]

Eila Options YWeaw Help

3 4 5
— T ———— F
Fired ¢ 4 _-j [ ’]
e M
Package T FH arch.  Status
L digikam 1.9.0 1.l.mgal w85_564 Q

A MDE phete management utibty

2l 4.0 iSEE
Estonian digital signaturs appheation e e n O
E Publishing qdigicoc aa Theis SR
Estonian dl:_lll:-ul figralurs appacaticn h e -
Sclances
o

F Search resuls

-
iy Sound

Quick Introduction

iy Systern
vou can browsa the packages through tha catagornias tres on the left,
2y Terminaks

-ﬁlﬁﬂ tel 6

S Toys

vau can view information sbaut a package by chcking an it an the nght list,

g install. update or remove a package, just chick on its “checkbax®.

Frae disk space: 3.5G8
Sabact all Bpply Quit

1. Package type filter:

This filter allows you to display only certain types of packages. The first time you
start the manager, it only displays applications with a graphical interface. You can
display either all the packages and all their dependencies and libraries or only pac-
kage groups such as applications only, updates only or backported packages from
newer versions of Mageia.

The default filter setting is for new entrants to Linux or Mageia, who proba-
@ bly do not want command line or specialist tools. Since you're reading this




documentation, you're obviously interested in improving your knowledge
of Mageia, so it is best to set this filter to "All".

2. Package state filter:
This filter allows you to view only the installed packages, only the packages that are
not installed or all of the packages, both installed and not installed.
3. Search mode:
Click on this icon to search through the package names, through their summaries,
through their complete description or through the files included in the packages.
4. "Find" box:
Enter here one or more key words. If you want to use more than one keyword for

searching use '|' between keywords, e.g. To search for "mplayer" and "xine" at the
same time type 'mplayer | xine'.

5. Erase all:

This icon can erase in one click all the key words entered in the "Find" box .
6. Categories list:

This side bar groups all applications and packages into clear categories and sub
categories.

7. Description panel:

This panel displays the package's name, its summary and complete description. It
displays many useful elements about the selected package. It can also show precise
details about the package, the files included in the package as well as a list of the
last changes made by the maintainer.

2.1.3. The status column

Once you correctly set the filters, you can find your software either by category (in area
6 above) or by name/summary/description using area 4. A list of packages fulfilling your
query and, don't forget, the chosen medium is shown with different status markers
according to whether each package is installed/not installed/an update... To change
this status, just check or uncheck the box before the package name and click on Apply.

Ikona Legenda

Q Ta paket je Ze namescen

This package will be installed

| — This package cannot be modified
@ This package is an update
W This package will be uninstalled

Tabela 1.




Examples in the screenshot above:

* If l uncheck digikam (the green arrow tell us it is installed), the status icon will go red
with an up arrow and it will be uninstalled when clicking on Apply.

* If I check gdigidoc (which is not installed, see the status), the orange with a down
arrow status icon will appear and it will be installed when clicking on Apply.

2.1.4. Odvisnosti

7 NN Additional packages needed ) &
To satisfy dependencies, the following package(s] also need to be installed:;

- ccid-1.4.5-1.mga2.x86_64

- esteidcerts-3,5-1.mga2.noarch

- lib6adigidoc2-2.7.1.59-1. mga2.x86_&4
- lib6adigidocpp0-3.5.0-1.mga2.x86_&4
- lib64opensc3-0.12.2-1.mga2.x86_&4

- lib64xerces-c3.1-32.1.1-4.mga2 .x86_&4
- libdigidocpp-3.5.0-1.mga2.x86_&4

- opensc-0,12.2-1.mga2 x86_64

- pcsc-lite-1.8.2-2.mga2.x86_64

- xml-security-c-1.6.1-1.mga2 x86_64

11MBE of additional disk space will be used.

Cancel More info ook

Some packages need other packages called dependencies in order to work. They are
for example libraries or tools. In this case, Rpmdrake displays an information window
allowing you to choose whether to accept the selected dependencies, cancel the ope-
ration or get more information (see above). It may also happen that various packages
are able to provide the needed library, in which case rpomdrake displays the list of al-
ternatives with a button to get more information and another button to choose which
package to install.

2.2. Posodabljanje programskih paketov
MageiaUpdate or drakrpm-update




Software Packages Update

Here is the list of software package updates

¢ Name : Wersion ¢ Release  : Arch -
= gTi[:rar}'for bits of crypto Ul and parsing 3590 1'mga3 586
= geny?irge;ﬁsyplnr;r;sgword manager for the GNOME desktop 3590 1.mga3 o
= Eilg?aﬁ%t;:)integration with the gnome keyring system 3590 1:mga3 1586
- Eilg?a(r:;'-g?is:tga:ation with the gneme keyring system 3590 1.mga3 1586 o
= Eilg?a(r:;?%:‘integration with the gnome keyring system 3590 1:mga3 588
v libglib-gir2.0 1.33.9 1.mga3 586

GObject Introspection interface description for glib

Ja| < >

gnc:-me—keyringm- Keyring and password mé"nager for the GNOME desk.fc:-p
Motice: This is an official package supported by Mageia

gnome-keyring is a program that keep password and other secrets for users. It is run as a damon in the session, similar
to ssh-agent, and other applications can locate it by an environment variable.

The program can manage several keyrings, each with its own master password, and there is also a session keyring
which is never stored to disk, but forgotten when the session ends.

» Details: —

* Files:

>

| Help [ Select all | | Update I Quit

To orodje2 je mogoce najti v Nadzorni plos¢i Mageje pod zavihkom Upravljanje pro-

gramov.
EtEhg To work, MageiaUpdate needs the repositories to be configured with drakr-
pm-editmedia with some media checked as updates. If they are not, you are

: prompted to do so.

As soon as this tool is launched, it scans the installed packages and lists those with an
update available in the repositories. They are all selected by default to be automatically
downloaded and installed. Click on the Update button to start the process.

By clicking on a package, more information is displayed in the lower half of the window.
The print > before a title means you can click to drop down a text.

When updates are available, an applet in the system tray warns you by dis-
playing this red icon @ . Just click and enter the user password to update
the system alike.

| LLLY

2.3. Nastavite frekvenco posodabljanja
mgaapplet-config

To orodje lahko zaZenete v ukazni vrstici z ukazom MageiaUpdate ali drakrpm-update kot skrbnik.




File Options Help

- Configure updates frequency

Here you can configure the updates applet

To orodje3 je mogoce najti v Nadzorni plos¢i Mageje pod zavihkom Upravljanje pro-

gramov. Na voljo je tudi z desnim klikom / nastavitev posodobitev na rdeco ikono @
v sistemski vrstici.

The first slider allows you to change how frequently Mageia will check for updates and
the second the delay after booting before the first check. The check box gives you the
option to be warned when a new Mageia release is out.

2.4. Nastavi vire
drakrpm-edit-media

*To orodje lahko zaZenete v ukazni vrstici z ukazom mgaapplet-config kot skrbnik.




File Options

Enabled : Updates : Type  Medium =2

v

Help

To orodje
gramov.

Help

onfigure media

FTP  Core Release

FTP  Core Release Debug
FTP  Core Updates

FTP  Core Updates Debug
FTP  Core Updates Testing -
FTP  Core Updates Testing Debug
FTP  Core Backports

FTP  Core Backports Debug

FTP  Core Backports Testing

FTP  Core Backports Testing Debug
FTP  Monfree Release

Add

FTP  Monfree Release Debug
FTP  Monfree Updates

FTP  Monfree Updates Debug
FTP  Monfree Updates Testing

FTP  Monfree Updates Testing Debug
FTP  Monfree Backports

FTP  Monfree Backports Debug

FTP  Monfree Backports Testing

FTP  Monfree Backports Testing Debug
FTP  Tainted Release

ok

First thing to do after an install is to add software sources (also known as
repositories, media, mirrors). That means you must select the media sources
to be used to install and update packages and applications. (see Add button
below).

If you install (or upgrade) Mageia using an optical media (DVD or CD) or a USB
device, there will be a software source configured to the optical media used.
To avoid being asked to insert the media when you install new packages, you
should disable (or delete) this media. (It will have the media type CD-Rom).

Your system is running under an architecture which may be 32-bit (called
i586), or 64-bit (called x86_64). Some packages are independent of whether
your system is 32-bit or 64-bit; these are called noarch packages. They don't
have their own noarch directories on the mirrors, but are all in both the i586
and the x86_64 media.

je mogoce naijti v Nadzorni plos¢i Mageje pod zavihkom Upravljanje pro-

“To orodje lahko zaZenete v ukazni vrstici z ukazom drakrpm-edit-media kot skrbnik.




2.4.1. Stolpci

Omogocanje stolpcev

The checked media will be used to install new packages. Be cautious with some media
such as Testing and Debug, they could make your system unusable.

Posodabljanje stolpcev:

The checked media will be used to update packages, it must be enabled. Only media
with "Update" in its name should be selected. For security reasons, this column isn't
modifiable in this tool, you must open a console as root and type drakrpm-edit-media
--expert.

Column medium:

Display the medium name. Mageia official repositories for final release versions contain
at least:

* Core which contains most programs available supported by Mageia.
* Nonfree which contains some programs which are not free
* Tainted free software for which there might be patent claims in some countries.

Each medium has 4 sub-sections:
* Release the packages as of the day the this version of Mageia was released.

* Updates the packages updated since release due to security or bug concerns.
Everyone should have this medium enabled, even with a very slow internet connec-
tion.

* Backports some packages of new versions backported from Cauldron (the next ver-
sion under development).

* Testing which is used for temporary tests of new updates, to allow the bug reporters
and the QA team to validate the corrections.

2.4.2. Gumbi na desni

Odstrani:

To remove a medium, click on it and then on this button. It is wise to remove the medium
used for the installation (CD or DVD for example) since all the packages it contains are
in the official Core release medium.

Uredi:
Allows you to modify the selected medium settings, (URL, downloader and proxy).
Dodaj:

Add the official repositories available on the Internet. These repositories contain only
safe and well tested software. Clicking on the "Add" button adds the mirrorlist to your
configuration, it is designed to make sure that you install and update from a mirror
close to you. If you prefer to choose a specific mirror, then add it by choosing "Add a
specific media mirror" from the drop-down "File" menu.

Puscice Navzgor in Navzdol:

Change the list order. When Drakrpm looks for a package, it reads the list in the dis-
played order and will install the first package found for the same release number - in




the event of a version mismatch, the latest release will be installed. So if possible, put
the fastest repositories at the top.

2.4.3. Meni
Datoteka -> Posodobi:

A window pops up with the media list. Select the ones you want to update and click
on the Update button.

Datoteka -> dodajanje doloCenega zrcalnega streznika:

Suppose you aren't happy with the actual mirror, because for example it's too slow
or often unavailable, you can choose another mirror. Select all the actual media and
click on Remove to take them out. Click on File -> Add a specific media mirror, choose
between update only or the full set (if you do not know, choose the Full set of sources)
and accept the contact by clicking on Yes. This window opens:

W Mirrer choice & @ X%

Please choose the desired mirror.

|

3 AU

¥ CM

» ZA

¥ MC

¥ CZ

¥ S

v+ FR
httpfr2 rpmfind . net/linux/mageia/distrib/2/is86
ftpiffr2.rpmfind.net/linux/mageia/jdistribj2/iS86
ftp:idistrib-coffee.ipsl.jussieu fripubjlinux/Mageia/distrib/2/i586
http://mageia.robot frilinux/Mageia/distrib/2/i586
ftp:fftwiska.zarb . org/mageia/distribj2/iS86
http//distrib-coffee.ipsl.jussieu frjpub/linux/Mageiajdistrib/2/i586
http/ftwiska.zarb.org/mageia/distrib/2/i586

» DE

* BR

¥ ML

¥ BY

> PL

+ CA

T

>

Cancel Ok
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You can see, on the left, a list of countries, choose yours or one very close by clicking
on the > symbol, this will display all the available mirrors in that country. Select one
and click on OK.

Datoteka -> dodajanje zrcalnega streznika po meri:

It is possible to install a new media (from a third party for example) that isn't supported
by Mageia. A new window appears:

L 8 Add a medium - X

Adding a medium:

4l

Type of medium: HTTP server

Medium name: MOPL 64bit stable

URL: http:j/repo.mageia.org.plil/stable/xgs_64| |

Create media for a whole distribution

Tag this medium as an update medium

Cancel ok

Select the medium type, find a smart name that well define the medium and give the
URL (or the path, according to the medium type)

Moznosti -> SploSne moznosti:

This item allows you to choose when to "Verify RPMs to be installed" (always or never),
the download program (curl, wget or aria2) and to define the download policy for infor-
mation about the packages (on demand -by default-, update only, always or never).

Moznosti -> Upravljanje kljucev:

To guarantee a high level of security, digital keys are used to authenticate the media.
It is possible for each medium to allow or disallow a key. In the window that appear,
select a medium and then click on Add to allow a new key or to select a key and click
on Remove to disallow that key.

@ Do this with care, as with all security-related questions

Moznosti -> Posredniski streznik:
If you need to use a proxy server for internet access, you can configure it here. You
only need to give the Proxy hostname and if necessary a Username and Password.

For more information about configuring the media, see the Mageia Wiki page [https://wi-
ki.mageia.org/en/Software_management].

11
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3. Skupna raba

File Options Help

o * Sharing
F Configure FTP Q Configure web server
Softv.l.ar'cfe Management

Sharing

Network S

Network & Int

Netwark
Loc
Security

Boot

This screen and the one for Network Services are only visible if the drakwizard package

is installed. You can choose between several tools to set up different servers. Click on
a link below or on Razdelek 4, “OmreZne storitve”to learn more.

Skupna raba

1. Razdelek 3.1, “Nastavite FTP”

2. Razdelek 3.2, “Nastavitev spletnega streznika”

3.1. Nastavite FTP
drakwizard proftpd
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Configure FTP

This tool® can help you to set up an FTP server.

3.1.1. Kaj je FTP?

File Transfer Protocol (FTP) is a standard network protocol used to transfer files from one
host to another host over a TCP-based network, such as the Internet. (From Wikipedia)

3.1.2. Setting up an FTP server with drakwizard proftpd

Dobrodosli v Carovniku za nastavitev streznika FTP. Pripravite se.

>To orodje lahko zaZenete v ukazni vrstici z ukazom drakwizard proftpd kot skrbnik.
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1. Predstavitev

Mageia Control Center [onidiogenese.velotech.nef] (as superuser)

i Configure FTP

Prva stran je samo predstavitev, kliknite Naprej.
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2. Selecting Server Exposer: Local Net and/or World

‘ Mageia Control Center [on diogenese.velotech.net] (as superuser) =<

File Options Help

e
‘ﬁt " Configure FTP
FTP server

Your server can act as an FTP server toward your internal network (intfranet) and as an

FTP server for the Internet.

Select the kind of FTP service you want to activate:

Enable the FTP server for the intranet

Enable the FTP server for the Internet ]

Cc:ncel| Previous Next

Exposing the FTP server to the Internet has it's risks. Be ready for bad things.
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3.

Podatki streznika

File Options Help

[

‘*‘r W Configure FTP

FTP Proftpd server options, step 1

Permit root legin: allow root to log on FTP server.

Admin email: email address of the FTP administrator.

‘ Mageia Control Center [on diogenese.velotech.net] (as superuser)

Server name: "My ProfTPD server”
Admin email:
Permit root login: L]

Cancel |

Previous

Next |

Enter name the sever will use to introduce itself, someone to email complaints too

and whether to allow root login access.
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4. Moznosti streznika

B

File Options Help

[

'ﬁt § Configure FTP

Mageia Control Center [on diogenese.velotech.net] (as superuser)

L)<

FTP server options, step 2

Chroot home user: users will only see their home directory.
Allow FTP resume: allow resume upload or download on FTP server.

Allow FXP: allow file transfer via another FTR

FTP Port: 21

Chroot home user:
Allow FTP resume:
Allow FXP: |

Cancel |

Previous

Set listening port, jailed user, allow resumes and/or FXP (File eXchange Protocol)
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Povzetek

‘r

Mageia Control Center [on diogenese.velotech.nef] (as superuser) | | P

File Options Help

& Configure FTP
(|

The wizard collected the following parameters needed to configure your FTP server
To accept those values, and configure your server, click the next button or use the

back button to correct them

FTP Port: 21

Intranet FTP server: enabled
Internet FTP server: disabled
Permit root Login disabled
Chroot Home user e enabled
Allow FTP resume enabled
Allow FXP disabled

Cc:ncel| Previous Next

Vzemite si trenutek za preverjanje teh moznosti, nato kliknite Naprej.
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6. zZakljuéi

Mageia Control Center [oni diogenese.velotech.nef] (as superuser)

’ Configure FTP

Zaklju¢eno! Kliknite Koncano.

3.2. Nastavitev spletnega streznika
drakwizard apache2
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Configure web server

This tool® can help you to set up a web server.

3.2.1. Kaj je spletni streznik?

Web server is the software that helps to deliver web content that can be accessed
through the Internet. (From Wikipedia)

3.2.2. Setting up a web server with drakwizard apache2

Dobrodosli v Carovniku za nastavitev spletnega streznika

®To orodje lahko zaZenete v ukazni vrstici z ukazom drakwizard apache2 kot skrbnik.
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1. Predstavitev

Mageia Control Cenfer [onidiogenese.velotech.nef] (as superuser)

Configure web server

Prva stran je samo predstavitev, kliknite Naprej.
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2. Selecting Server Exposer: Local Net and/or World

‘r

Mageia Control Center [on diogenese.velotech.net] (as superuser)

File Options Help

' Configure web server
-i"-- S

Web server

Your server can act as a Web server toward your internal network (intfranet) and as a

Web server for the Internet.

Select the kind of Web service you want to activate:

Don't check any box if you don't want to activate your Web server.

Enable the Web server for the intranet

I:léEnclbIe the Web server for the Internet

Next |

Cancel | Previous

Exposing the web server to the Internet has it's risks. Be ready for bad things.
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3. Server User Module

Mageia Control Center [on diogenese.velotech.nef] (as superuser) . D x

File Options Help

B Configure web server

Modules:

* User module: allows users to have a directory in their home directories available on
your http server via http://www.yourserver.com/~user, you will be asked for the name

of this directory afterward.

Allows users to get a directory in their home directories available on
your http server via http://www.yourserver.com/~User.

Cc:ncel| Previous Next

Allows users to create their own sites.
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4. User web directory name

‘ ~ Mageia Control Center [on diogenese.velotech.net] (as superuser) =<

File Options Help

B Configure web server

Tupe the name of the directory users should create in their homes (without ~/) to get it

available via http://www.yourserver.com/~user

user http sub-directory: ~/ public_html

Cc:ncel| Previous Next

The user needs to create and populate this directory, then the server will display it.
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5. Koren strezniskih dokumentov

‘ ~ Mageia Control Center [on diogenese.velotech.net] (as superuser) |||

File Options Help

Q Configure web server

Type the path of the directory you want being the document root.

Document root: /var/www/himl

Ccmcel| Previous Next

Allows you to configure the path to the web servers default documents.
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6. Povzetek

‘ - Mageia Control Center [on diogenese.velotech.net] (as superuser)

File Options Help

B Configure web server

(=4

Configuring the Web server

Back button to correct them.

Infranet web server:
Internet web server:
Document root:

User directoruy:

The wizard collected the following parameters needed to configure your Web server

To accept these wvalues, and configure your server, click the Next button or use the

enabled
disabled
Avar /www/himl

public_html

Cancel |

Previous Next

Vzemite si trenutek za preverjanje teh moznosti, nato kliknite Naprej.
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7. Zakljuéi

Mageia Control Cenfer [oni diogenese.velotech.nef] (as superuser)

Configure web server

Zaklju¢eno! Kliknite Koncano.
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4. Omrezne storitve

File Options Help

o * Network Services

Q Configure DHCP l|L Configure DNS

S

Software Management

I‘.Iétwork Services
] Hardware Configure proxy - Configure time

Network & Int

Netwark

OpensSSsSH daermon

Local configuration

<

Security

Boot

This screen and the one for Sharing are only visible if the drakwizard package is instal-
led. You can choose between several tools to set up different servers. Click on a link
below or on Razdelek 3, “Skupna raba”to learn more.

Omrezne storitve

Razdelek 4.1, “Nastavite DHCP”
Razdelek 4.2, “Nastavite DNS”
Razdelek 4.3, “Nastavite posredniski streznik”

Razdelek 4.4, “Nastavite ¢as”

vk whN e

Razdelek 4.5, “Nastavitev ozadnjega programa OpenSSH”

4.1. Nastavite DHCP
drakwizard dhcp
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File Options Help

EConﬁgure DHCP

This tool is broken in Mageia 4 because of new haming scheme for the Net
IE interfaces

This tool’ can help you to set up a DHCP server. It is a component of drakwizard which
should be installed before you can access to it.

4.1.1. Kaj je DHCP?
The Dynamic Host Configuration Protocol (DHCP) is a standardized networking protocol

used on IP networks that dynamically configures IP addresses and other information
that is needed for Internet communication. (From Wikipedia)

4.1.2. Setting up a DHCP server with drakwizard dhcp

Dobrodosli v ¢arovniku za nastavitev streznika DHCP

"To orodje lahko zaZenete v ukazni vrstici z ukazom drakwizard dhcp kot skrbnik.
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1.

Predstavitev

Mageia Control Center [on diogenese.velotech.net] (as superuser) . D x

File Options Help

‘,_\, Configure DHCP
DHCP Wizard

DHCP is a service that automatically assigns networking addresses to your workstations.

This wizard will help you configuring the DHCP services of your server.

Cancel |

Prva stran je samo predstavitev, kliknite Naprej.
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Selecting Adaptor

o

Mageia Control Center [on diogenese.velotech.net] (as superuser)

File Options Help

‘,_., Configure DHCP

1
_—

Interface the dhcp server must listen to

(=4

etho

Cancel |

Next [

Choose the network interface, which is connected to the subnet, and for which

DHCP will assign IP addresses, and then click Next.
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Select IP range

‘ - Mageia Control Center [on diogenese.velofech.net] (as superuser)

File Options Help

"'_, Configure DHCP

Range of addresses used by DHCP

Select the range of addresses assigned to the workstations by the DHCP service;
unless you have special needs, you can safely accept the proposed values. lie:
192.168.100.20 192.168.100.40)

If you want to enable PXE in your dhcp server please check the box (Pre-boot

eXecution Environment, a protocol that allows computers to boot through the network).

Lowest IP address: 192.168.10.100
Highest IP address: 192.168.10.254
Gateway IP address: I
Enable PXE:

Cancel [ Next [

Select the beginning and ending IP addresses of the range of IPs you want the
server to offer, along with the IP of the gateway machine connecting to some place
outside the local network, hopefully close to the Internet, then click Next.
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Povzetek

‘ - Mageia Control Center [on diogenese.velofech.net] (as superuser) | X

File Options Help

%‘, Configure DHCP

Configuring the DHCP server

The wizard collected the following parameters needed to configure your DHCP service:

Lowest IP address: 192.168.10.100

Highest IP address: 192.168.10.254
192.168.10.3

Interface: eth0

Enable PXE: enabled

Cancel[ Previous Next

Vzemite si trenutek za preverjanje teh moznosti, nato kliknite Naprej.
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5. Pocakajte ...

Mageia Control Center [on diogenese.velotech.net] (as superuser)

Configure DHCP

This can be fixed. Click Previous a few times and change things around.
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6. Nekaj ur kasneje ...

‘ ¥

— 1=~
Mageia Control Center [on diogenese.velotech.net] (as superuser) g || | <8

File Options Help

B Configure DHCP

Error

The IP range specified is not correct.

Cancel[ Previous Next

4.1.3. Kaj je narejenega?

* Installing the package dhcp-server if needed;
* Saving /etc/dhcpd.conf in /etc/dhcpd.conf.orig;

* Creating a new dhcpd.conf starting from /usr/share/wizards/dhcp wi-
zard/scripts/dhcpd.conf.default and adding the new parameters:

- hname

- dns

- net

- ip

- mask

- rngl

- rng2

- dname

- gateway

- tftpserverip
- dhcpd_interface
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* Also modifying Webmin configuration file /etc/webmin/dhcpd/config
* Ponovni zagon dhcpd.

4.2. Nastavite DNS

drakwizard bind

Configure DNS

This page hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]

Thanking you in advance.

To orodje lahko zazenete v ukazni vrstici z ukazom drakwizard bind kot skrbnik.

4.3. Nastavite posredniski streznik
drakwizard squid
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File Options Help

! Configure proxy

squid is not installed

This tool® can help you to set up a proxy server. It is a component of drakwizard which
should be installed before you can access to it.

4.3.1. Kaj je posredniski streznik?

A proxy server is a server (a computer system or an application) that acts as an inter-
mediary for requests from clients seeking resources from other servers. A client con-
nects to the proxy server, requesting some service, such as a file, connection, web pa-
ge, or other resource available from a different server and the proxy server evaluates
the request as a way to simplify and control its complexity. (From Wikipedia)

4.3.2. Setting up a proxy server with drakwizard squid

Dobrodosli v Carovniku za nastavitev posredniSkega streznika.

8To orodje lahko zaZenete v ukazni vrstici z ukazom drakwizard squid kot skrbnik.
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1. Predstavitev

Mageia Control Center [on diogenese.velotech.net] (as superuser) . D x

File Options Help

B Configure proxy

Proxy Cenfiguration Wizard

Squid is a web caching proxy server, it dllows faster web access for your local

network.

This wizard will help yovu in configuring your proxy server.

Cancel |

Prva stran je samo predstavitev, kliknite Naprej.
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2. lzbor vrat posredniSkega streznika:

‘ ~— Mageia Control Center [on diogenese.velotech.net] (as superuser) |||

File Options Help

B Configure proxy

Proxy Port

Proxy port value sets what port the proxy server will listen on for http requests.
Default is 3128, other common value can be 8080, the port value needs to be greater
than 1024.

Proxy port: 3128

Cc:ncel| Previous Next

Select the proxy port browsers will connect through, then click Next.

39



3. Set Memory and Disk Usage

Mageia Control Center [on diogenese.velotech.net] (as superuser)

File Options Help

B Configure proxy

Proxy Cache Size

Memory Cache is the amount of RAM dedicated to cache memory operations (note that
actual memory usage of the whole squid process is bigger).

Disk Cache is the amount of disk space that can be used for caching on disk.

Fer your information, here is /var/spool/squid space on disk:

| T

Filesystem IM-blocks Used Available Use% Mounted on

/dev/sde?2 78740 51476 23265 69% / =
Memory cache (MB): 4015
Disk space (MB): 11632

Previous Next

Set memory and disk cache limits, then click Next.
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4. Select Network Access Control

‘ s Mageia Control Center [on diogenese.velotech.net] (as superuser)

File Options Help

B Configure proxy

(=4

Access Control

The proxy can be configured to use different access control levels

Choose the level that suits your needs. If you don't know, the Local Network level is
vsually the most appropriate. Beware that the All level may be not secure.

éLoch Network - access for local network (recommended)

Cancel |

Previous Next

Set visibility to local network or world, then click Next.
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5. Grant Network Access

2,

Mageia Control Center [on diogenese.velotech.net] (as superuser) | X

File Options Help

B Configure proxy

Grant access on local network

Access will be dllowed for hosts on the network. Here is the information found about

your current local network, you can modify it if needed.

You can use either a numeric format like "192.168.1.0/255.255.255.0" or a text format like

".domain.net"”

Authorized network:

Next |

Cancel [ Previous

Grant access to local networks, then click Next.
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6. Uporaba zgornje stopnje posredniskega streznika?

Mageia Control Center [on diogenese.velotech.net] (as superuser) I x

file Options Help

B Configure proxy

Cache hierarchy

fis an option, Squid can be configured in proxy cascading. You can add a new upper level proxy by
specifying its hostname and port.

You can safely select "No upper level proxy” if you don't need this feature.

éDefins an upper level proxy v

Next |

Cancel | Previous

Cascade through another proxy server? If no, skip next step.
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Vrata in povezava URL zgornje stopnje posredniskega streznika

Mageia Control Center [on diogenese.velotech.net] (as superuser)

file Options Help

£

- Configure proxy

]

Cache hierarchy

Enter the qualified hostname (like “cache.domain.net") and the port of the proxy to use.

I ] )

Upper level proxy hostname: I

Upper level proxy port: I

Cancel | Previous

Provide upper level proxy hostname and port, then click Next.
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Povzetek

- Mageia Control Center [on diogenese.velotech.net] (as superuser) Q@
File QOptions Help

B Configure proxy

Configuring the Proxy

The wizard collected the following parameters needed to configure your proxy:

To accept these wvalues, and configure your server, click the Next button or use the
Back button to correct them.

Port: 3128
Memory cache (MB): 4015
Disk space (MB): 11632

Access Control:

Cancel [ Previous

Vzemite si trenutek za preverjanje teh moznosti, nato kliknite Naprej.

Next |
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Vklju¢eno ob zagonu?

Mageia Control Center [on diogenese.velotech.net] (as superuser) | X

File Options Help

"’. Configure proxy

Would you like to start the squid service automatically on every boot?

@é‘fes

O no

Cancel [ Next [

Choose if the proxy server should be started during the boot time, then click Next.
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10. Zakljuci

Mageia Control Center [on diogenese.velotech.nef] (as superuser)

file Options Help
B Configure proxy

CongratulationsThe wizard has successfully configured your proxy server.

Previous

Zakljuceno! Kliknite Konc¢ano.

4.3.3. Kaj je narejenega?

* Installing the package squid if needed,;
* Saving /etc/squid/squid.conf in /etc/squid/squid.conf.orig;

* Creating a new squid. conf starting from squid.conf.default and adding the new
parameters:

cache dir

localnet

cache_mem

http_port

level 1, 2 or 3 and http access according to level
cache peer

visible hostname

* Ponovni zagon squid.

4.4. Nastavite Cas
drakwizard ntp

47



Configure time

This tool® purpose is to set the time of your server synchronised with an external ser-
ver. It isn't installed by default and you have to also install the drakwizard and drakwi-
zard-base packages.

4.4.1. Setup a NTP server with drakwizard ntp

1. After a welcome screen (see above), the second one ask you to choose three time
servers in the drop down lists and suggests to use pool.ntp.org twice because this
server always points to available time servers.

*To orodje lahko zaZenete v ukazni vrstici z ukazom drakwizard ntp kot skrbnik.
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>,
¢

Tirme wizard @ w w

Time wizard

This wizard will help you to set the time of your server synchronized with an
external time server.

Thus your server will be the local time server for your network,

press next to begin, or cancel to leave this wizard

Time wizard @ o &

Time wizard

Tirme servers
Select a primary a secondary and a third server from the list.

(we recommend using the server pool.ntp.org twice as this server randomly
points to available time servers)

The following screens allows to choose the region and the city and then, you arrive
on a summary. If something is wrong, you can obviously change it using the Previ-
ousbutton. If everything is right, click on the Next button to proceed to the test. It
may take a while and you finally get this screen below:
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& @ Tirme wizard ORORES)

Time wizard

3. Kliknite gumb Koncano za zapiranje orodja.

4.4.2. Kaj je narejenega?

This tool executes the following steps:

Installing the package ntp if needed

Saving the files /etc/sysconfig/clock to /etc/sysconfig/clock.orig and /etc/
ntp/step-tickers to /etc/ntp/step-tickers.orig;

Writing a new file /etc/ntp/step-tickers with the list of servers;
Modifying the file /etc/ntp.conf by inserting the first server name;
Stopping and starting crond, atd and ntpd services;

Setting the hardware clock to the current system time with UTC reference.

4.5. Nastavitev ozadnjega programa OpenSSH

drakwizard sshd
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File Options Help

. / OpenSSH daemon configuration

This tool*® can help you to set up an SSH daemon.

4.5.1. Kaj je SSH?

Secure Shell (SSH) is a cryptographic network protocol for secure data communication,
remote command-line login, remote command execution, and other secure network
services between two networked computers that connects, via a secure channel over
an insecure network, a server and a client (running SSH server and SSH client programs,
respectively). (From Wikipedia)

4.5.2. Setting up an SSH daemon with drakwizard sshd

Dobrodosli v ¢arovniku za nastavitev Open SSH

1010 orodje lahko zaZenete v ukazni vrstici z ukazom drakwizard sshd kot skrbnik.
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1. Select Type of Configure Options

‘ - Mageia Control Center [on diogenese.velotech.net] (as superuser) =<

File Options Help

OpenSSH daemon configuration

OpenSSH daemon configuration

Which type of configuration do you want to do:

@énel.ubie - classical options

O Expert - advanced ssh options

Cancel | Next [

Choose Expert for all options or Newbie to skip steps 3-7, click Next.
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2. Splosne moznosti

‘ »

Mageia Control Center [on diogenese.velotech.net] (as superuser) . D x

File Options Help

OpenSSH daemon configuration

SSH serwver, classical options

Permit root login:

without-password |v |
Listen address: 0.0.0.0
Port number: 22

Cancel| Previous Next

Sets visibility and root access options. Port 22 is the standard SSH port.
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3. Metode overitve

‘ Mageia Control Center [on diogenese.velotech.net] (as superuser)

fFile Options Help

OpenSSH daemon configuration

Authentication Method

—Ebg

DSA auth: Ues v
RSA auth: yes v
PubKey auth: no v
Auth key file: .ssh/authorized_keys

Password auth: e v
Ignore rhosts file: yes v
Permit empty password: no A 4

Cancel | Previous Next |

Allow a variety of authentication methods users can use while connecting, then

click Next.
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4. Logging

Mageia Control Center [on diogenese.velofech.net] (as superuser) |||

file Options Help

OpenSSH daemon configuration

Log

Syslog facility: gives the facility code that is used when logging messages from sshd

Log level: gives the verbosity level that is used when logging messages from sshd.

Syslog facility: AUTH |v

Log level: INFO | -

Cancel | Previous

Choose logging facility and level of output, then click Next.
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5. Moznosti prijave

‘ Mageia Control Center [on diogenese.velotech.net] (as superuser) =] X

fFile Options Help

OpenSSH daemon configuration

Login options

Print last log: whether sshd should print the date and time when the user last loegged in

Login Grace time:

Keep alive: éUGS —
Print motd: . -
Print last log: yes -

Next |

Cancel | Previous

Configure per-login settings, then click Next.
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6. Moznosti prijave uporabnika

>

Mageia Control Center [on diogenese.velotech.net] (as superuser) | X

fFile Options Help

OpenSSH daemon configuration

User Login options

Strict modes: specifies whether sshd should check file modes and ownership of the
user's files and home directory before accepting login. This is normally desirable

because novices sometimes accidentally leave their directory or files world-writable

Strict modes: yes | v |

Allow users: diogenese

Deny users:

Cc:ncel| Previous Next

Configure the user access settings, then click Next.
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7. Compression and Forwarding

Mageia Control Center [on diogenese.velotech.net] (as superuser) =] X

File Options Help

OpenSSH daemon configuration

Compression: Specifies whether compression is allowed.
X1l forwarding: specifies whether X11 forwarding is permitted. Note that disabling XN
forwarding does not prevent users from forwarding X1l traffic, as users can always

install their own forwarders.

Compression: yes v

X1 forwarding: yes -

Cc:ncel| Previous Next

Configure X11 forwarding and compression during transfer, then click Next.
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8. Povzetek

Mageia Control Center [on diogenese.velotech.nef] (as superuser)

OpenSSH daemon configuration

Vzemite si trenutek za preverjanje teh moznosti, nato kliknite Naprej.
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9. Zakljuéi

Mageia Control Center [on diogenese.velofech.net] (as superuser)

OpenS5H daemon configuration

Zaklju¢eno! Kliknite Koncano.
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5. Strojna oprema

File

Options  Help
O * Manage your hardware
Browse and configure .
hardware \'“ Sound Configuration

Software Management

Hardware

k & Internet

* Configure graphics

Configure 3D Desktop Set up the graphical
. effects ¥ server

* Configure mouse and keyboard

Set up the pointer
Set up the keyboard .‘ device {mouse,
. layout

E touchpad)

* Configure printing and scanning

wbls Set up the printer(s),
f— the print job queues, ...

|

Set up scanner

i

In this screen you can choose between several tools to configure your hardware. Click
on a link below to learn more.

1.

Upravljajte s strojno opremo

a. Razdelek 5.1, “Nastavitev strojne opreme” = Browse and configure hardware

b. Razdelek 5.2, “Nastavitve zvoka”

Nastavite grafiko

a. Razdelek 5.3, “3D ucinki namizja” = Configure 3D Desktop effects
b. Razdelek 5.4, “Nastavite grafi¢ni streznik”

Nastavite misko in tipkovnico

a. Razdelek 5.5, “Dolodite razpored tipk na tipkovnici”
b. Razdelek 5.6, “Nastavite kazalno napravo (miska, sledilna ploscica)”

Nastavite tiskanje in opti¢no branje

a. Razdelek 5.7, “Namescanje in nastavitev tiskalnika” = Nastavite tiskalnik(-e),
Cakalne vrste za tiskanje ...
b. Razdelek 5.8, “Nastavite opti¢ni bralnik”

Ostalo

a. Razdelek 5.9, “Nastavite UPS za nadzor porabe energije”
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5.1. Nastavitev strojne opreme
harddrake?2

Mo Hardware Configuration ¥ )

File 0Options Help

Hardware
Detected hardware Information
[1 B sATA controllers || Click on a device in the tree on the left in order to display its

information here,
> 29 USB controllers

> % USB ports

> % Bridges and systemn controllers
» . Hard Disk

1 DwWD-ROM

> B videocard

> % Soundcard

+ [ Processors

> M Ethernetcard

» 1 Keyboard

> B Mouse

This tool*! gives a general view of the hardware of your computer. When the tool is
launched, it executes a job to look for every element of the hardware. For that, it uses
the command ldetect which refers to a list of hardware in ldetect-1st package.

5.1.1. Okno

The window is divided in two columns.

The left column contains a list of the detected hardware. The devices are grouped by
categories. Click on the > to expand the content of a category. Each device can be
selected in this column.

The right column displays information about the selected device. The Help -> Fields
description gives some information about the content of the fields.

According to which type of device is selected, either one or two buttons are available
at the bottom of the right column:

» Set current driver options: this can be used to parameterize the module which is used
in relation to the device. This must used by experts only.

* Run config tool: access to the tool which can configure the device. The tool can often
be accessed directly from the MCC.

H1o orodje lahko zazenete v ukazni vrstici z ukazom harddrake?2 kot skrbnik.
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5.1.2. Meni

Moznosti

The options menu gives the opportunity to check boxes to enable automatic detection:

* Modem
* Naprave Jaz
» Zip parallel devices

By default these detections are not enabled, because they are slow. Check the appro-

priate box(es) if you have this hardware connected. Detection will be operational the
next time this tool is started.

5.2. Nastavitve zvoka
draksound

Mageia Control Center [on loecalhost.localdomain]

File Options Help

‘ Sound Configuration

Intel Corporation|82801H (ICHS Family) HD Audio Controller

Your card uses the "snd_hda_intel" driver
[#4 Enable PulseAudio

[+ Use Glitch-Free mode

Troubleshooting

[¥ Advanced

Cancel ok

To orodje12 je mogoce najti v Nadzorni plos¢i Mageje pod zavihkom Strojna oprema.

Draksound deals with the sound configuration, PulseAudio options and troubleshooting.
It will help you if you experience sound problems or if you change the sound card.

PulseAudio is a sound server. It receives all the sound inputs, mixes them according to
the user preferences and sends the resulting sound to the output. See Menu ->Sound
and video -> PulseAudio volume control to set these preferences.

1214 orodje lahko zazenete v ukazni vrstici z ukazom draksound kot skrbnik.
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PulseAudio is the default sound server and it is recommended to leave it enabled.

Glitch-Free improves PulseAudio with some programs. It is also recommended to leave
it enabled.

The Troubleshooting button gives assistance with fixing any problems you may have.
You will find it helpful to try this before asking the community for help.

Gumb Napredno omogoca nekaj dodatnih zmoznosti.

Sound configuration

Reset sound mixer to default values

5.3. 3D ucinki namizja
drak3d
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sl 3D Desktop effects ) )

3D Desktop effects

This tool allows you to
configure 3D desktop effects.

M
-1 (#) No 3D desktop effects
EI . Compiz Fusian

Help Cancel Ok

5.3.1. Predstavitev

This tool*? lets you manage the 3D desktop effects on your operating system. 3D effects
are turned off by default.

5.3.2. Za zacetek

To use this tool, you need to have the glxinfo package installed. If the package is not
installed, you will be prompted to do so before drak3d can start.

After starting drak3d, you will be presented with a menu window. Here you can choose
either No 3D Desktop Effects or Compiz Fusion. Compiz Fusion is part of a composi-
te/window manager, which includes hardware-accelerated special effects for your de-
sktop. Choose Compiz Fusion to turn it on.

If this is your first time using this program after a clean installation of Mageia, you will
get a warning message telling you which packages need to be installed in order to use
Compiz Fusion. Click on the Ok button to continue.

|22] Warning

The following packages need to be installed:
compiz, compiz-decorator-gtk, compiz-decorator-kded

Cancel Dl

[

Once the appropriate packages are installed, you will notice that Compiz Fusion is se-
lected in the drak3d menu, but you must log out and log back in for the changes to
take effect.

Bro orodje lahko zazenete v ukazni vrstici z ukazom drak3d kot skrbnik.
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After logging back in, Compiz Fusion will be activated. To configure Compiz Fusion, see
the page for the ccsm (CompizConfig Settings Manager) tool.

5.3.3. Odpravljanje napak

5.3.3.1. Po prijavi namizje ni vidno

If after turning on Compiz Fusion you attempt to log back into your desktop but can't
see anything, restart your computer to get back to the log in screen. Once there, click
on the Desktop icon and select drak3d.

Erik Username:
erik

Guest Account

Xguest

Fri 27 July 03:41 PM
Default

Custom
lceWM
KDE4
drak3d

Failsafe

mageia

00000

When you log in, if your account is listed as an administrator, you will be prompted for
your password again. Otherwise, use the administrator login with his/her account. Then
you can undo any changes that may have caused the log in problem.

5.4. Nastavite graficni streznik
XFdrake

66



File Options Help

Q Set up the graphical server

Graphic Card Sis old series-based. ..

Maonitor Custom

Resolution Automatic

Test

Options

Quit

To orodje je mogocCe najti v Nadzorni plos¢i Mageje pod zavihkom Strojna oprema.
IzberiteNastavitev grafi¢cnega streznika.’

The buttons allow you to change the graphical configuration.
Graphic card:

The graphic card currently detected is displayed and the matching server configured.
Click on this button to change to another server, for example one with a proprietary
driver.

The available servers are sorted under Vendor by manufacturer in alphabetical order
and then by model also in alphabetical order. The free drivers are sorted by alphabetical
order under Xorg.

In case of problems, Xorg - Vesa will work with most graphic cards and gi-
ve you time to find and install the right driver while in your Desktop Enviro-
nment.

If even Vesa doesn't work, choose Xorg - fbdev, which is used while installing
Mageia, but doesn't allow you to change resolution or refresh rates.

If you made your choice for a free driver, you may be asked if you want to use a pro-
prietary driver instead with more features (3D effects for example).

Y10 orodje lahko zazenete v ukazni vrstici z ukazom XFdrake kot navaden (nepriviligiran) uporabnik ali drakx11
kot skrbnik. Pazljivo z malimi in velikimi ¢rkami.
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Zaslon:

In the same way as above, the monitor currently detected is displayed and you can
click on the button to change to another one. If the desired monitor isn't in the Vendor
list, choose in the Generic list a monitor with the same features.

Locljivost:

This button allows the choice of the resolution (number of pixels) and the colour depth
(number of colours). It displays this screen:

— b Mageia Control Center [on localhost localdomain] g

File Qptions Help
. Set up the graphical server
=

Choose the resolution and the color depth
(Graphics card: Intel 810 and later]

1280x800 v

16 million colors (24 bits) ~ . _

Cancel Ok

When you change the color depth, a multi-colored bar will appear next to the second
button and show a preview of what the selected color depth looks like.

The first button shows the currently resolution, click to change for another one. The
list gives all the possible choices according to the graphic card and the monitor, it is
possible to click on Other to set other resolutions, but bear in mind that you can damage
your monitor or select an uncomfortable setting.

The second button shows the currently colour depth, click to change this for another
one.

Depending on the chosen resolution, it may be necessary to logout and re-
start the graphical environment for the settings to take effect.
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Test:

Once the configuration done, it is recommended to do a test before clicking on OK
because it is easier to modify the settings now than later if the graphical environment
doesn't work.

In case of a non working graphical environment, type Alt+Ctrl+F2 to open
a text environment, connect as root and type XFdrake (with the caps) to to
use XFdrake's text version.

If the test fails, just wait until the end, if it works but you don't want to change after all,
click on No, if everything is right, click on OK.

Moznosti:

1. Global options: If Disable Ctrl-Alt-Backspace is checked, it will no longer be possible
to restart X server using Ctrl+Alt+Backspace keys.

2. Graphic card options: Allows you to enable or disable three specific features depen-
ding on the graphic card.

3. Graphical interface at startup: Most of the time, Automatically start the graphical
interface (Xorg) upon booting is checked to make the boot switch to graphical mode,
it may be unchecked for a server.

After a click on the Quit button, the system will ask you to confirm. There is still time to
cancel everything and keep the previous configuration, or to accept. In this case, you
have to disconnect and reconnect to activate the new configuration.

5.5. Dolocite razpored tipk na tipkovnici
keyboarddrake
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kKevboard & NS

]

Please, choose your keyboard layout.

* Keyboard layout

e B RR =L oLt
Turkmen

UK keyboard

|US keyboard

Us keyboard (international)

<> >

Ukrainian

* Keyboard type

LWL T\E_:r L

102-key (Intl) PC

104-key PC

105-key (Intl) PC
> Genius

e @ b

Gyration

Cancel | Ok

5.5.1. Predstavitev

The keyboarddrake tool!? helps you configure the basic layout for the keyboard that
you wish to use on Mageia. It affects the keyboard layout for all users on the system.
It can be found in the Hardware section of the Mageia Control Center (MCC) labelled
"Configure mouse and keyboard".

5.5.2. Razpored tipkovnice

Here you can select which keyboard layout you wish to use. The names (listed in al-
phabetical order) describe the language, country, and/or ethnicity each layout should
be used for.

5.5.3. Vrsta tipkovnice

This menu lets you select the type of keyboard you are using. If you are unsure of which
to choose, it is best to leave it as the default type.

5.6. Nastavite kazalno napravo (miska, sledilna ploscica)
mousedrake

15T0 orodje lahko zazenete v ukazni vrstici z ukazom keyboarddrake kot skrbnik.
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File Options Help

“ Set up the pointer device (mouse, touchpad)

Please choose your type of mouse,

w

PS/2

» USB

Universal
Any PS/2 & USE mice
Force evdev

€

w

busmouse

w

none

serial

w

Cancel ok

To orodje16 je mogoce naijti v Nadzorni plos¢i Mageje pod zavihkom Strojna oprema.

As you must have a mouse to install Mageia, that one is already installed by Drakinstall.
This tool allows installation of another mouse.

The mice are sorted by connection type and then by model. Select your mouse and
click on OK. Most of the time "Universal / Any PS/2 & USB mice" is suitable for a recent
mouse. The new mouse is immediately taken into account.

5.7. Namescanje in nastavitev tiskalnika
system-config-printer

1614 orodje lahko zazenete v ukazni vrstici z ukazom mousedrake kot skrbnik.
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= MNew Printer P T &

Select Device

Devices ; Description

Erter URI A printer connected to the parallel port.

Metwork Printer

5.7.1. Predstavitev

Printing is managed on Mageia by a server named CUPS. It has its own configuration
interface [http://localhost:631] which is accessible via an Internet browser, but Mageia
offers its own tool for installing printers called system-config-printer which is shared
with other distributions such as Fedora, Mandriva, Ubuntu and openSUSE.

You should enable the non-free repository before proceeding with the installation, be-
cause some drivers may only be available in this way.

Printer installation is carried out in the Hardware_section of the Mageia Control Centre.
Select the Configure printing and scanning tool*’.

MCC will ask for the installation two packages:
task-printing-server

task-printing-hp

It is necessary to accept this installation to continue. Up to 230MB of dependencies
are needed.

Y10 orodje lahko zazenete v ukazni vrstici z ukazom system-config-printer. Potrebno bo geslo skrbnika.
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http://localhost:631
http://localhost:631
http://localhost:631

To add a printer, choose the "Add" printer button. The system will try to detect any
printers and the ports available. The screenshot displays a printer connected to a pa-
rallel port. If a printer is detected, such as a printer on a USB port, it will be displayed

on the first line. The window will also attempt to configure a network printer.

5.7.2. Automatically detected printer

This usually refers to USB printers. The utility automatically finds the name of the prin-
ter and displays it. Select the printer and then click "Next". If there is a known driver
associated for the printer, it will be automatically installed. If there is more than one
driver or no known drivers, a window will ask you to select or furnish one, as explained in
the next paragraph. Continue with Razdelek 5.7.4, “Complete the installation process”

5.7.3. No automatically detected printer

Choose Driver

» Select printer from database

_ Provide PPD file

_ Search for a printer driver to download

The foomatic printer database contains various manufacturer provided PostScript
Printer Description (PPD) files and also can generate PPD files for a large number of
(non PostScript) printers. But in general manufacturer provided PPD files provide
better access to the specific features of the printer.

)>

Makes
UEL

Dell

DrP D
Dymo

'Epson (recommended)
Fuijifilr

Fujitsu

Genicom

<>

Gestetner
< | ]< >

| Ogack || ogancel || OEnrward|

When you select a port, the system loads a driver list and displays a window to select

a driver. The choice can be made through one of the following options.
* Select printer from database
» provide PPD file

e search for a driver to download
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By selecting from the database, the window suggests a printer manufacturer first, and
then a device and a driver associated with it. If more than one driver is suggested,
select one which is recommended, unless you have encountered some problems with
that one before, in this case select the one which know to work.

5.7.4. Complete the installation process

After the driver selection, a window requests some information which will allow the
system to designate and discover the printer. The first line is the name under which
the device will appear in applications in the list of available printers. The installer then
suggests printing a test page. After this step, the printer is added and appears in the
list of available printers.

5.7.5. Omrezni tiskalnik

Network printers are printers that are attached directly to a wired or wireless network,
that are attached to a printserver or that are attached to another workstation that
serves as printserver.

Often, it is better to configure the DHCP server to always associate a fixed IP
address with the printer's MAC-address. Of course that should be the same
as the IP address the printer of printserver is set to, if it has a fixed one.

Fiigs

The printer's Mac-address is a serial number given to the printer or printserver or com-
puter it is attached to, that can be obtained from a configuration page printed by the
printer or which may be written on a label on the printer or printserver. If your shared
printer is attached to a Mageia system, you can run ifconfig on it as root to find the
MAC-address. It is the sequence of numbers and letters after "HWaddr".

You can add your network printer by choosing the protocol it uses to talk to your com-
puter over the network. If you don't know which protocol to choose, you can try the
Network Printer - Find Network Printer option in the Devices menu and give the IP ad-
dress of the printer in the box on the right, where it says "host".

If the tool recognises your printer or printserver, it will propose a protocol and a queue,
but you can choose a more appropriate one from the list below it or give the correct
queue name if it isn't in the list.

Look in the documentation that came with your printer or printserver to find which
protocol(s) it supports and for possible specific queue names.

5.7.6. Network printing protocols

One current technique is one developed by Hewlett-Packard and known as JetDirect. It
allows access to a printer directly connected to the network via an Ethernet port. You
must know the IP-address at which the printer is known on the network. This technique
is also used inside some ADSL-routers which contain an USB port to connect the printer.
In this case, the IP-address is that of the router. Note that the tool "Hp Device manager"
can manage dynamically configured IP-adress, setting an URI like hp:/net/<name-of-
the-printer> . In this case, fixed IP-adress is not required.

Choose the option AppSocket/HP JetDirect as the protocol and set the address in Host:,
do not change the Port Number, unless you know that it needs to be changed. After the
selection of the protocol, the selection of the driver is the same as above.
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Select Device

Devices 1=
LPT #1
Enter URI Host:

v Metwork Printer

linux (192.168.1.19)
Find Metwork Printer

Internet Printing Protocol (ipp)

Location of the network printer

Port number: 2100

Internet Printing Protocol (https)
Internet Printing Protocol (ipps)
LPD/LPR Host ar Printer
Windows Printer via SAMBA

egancel Forward

The other protocols are:

* Internet Printing Protocol (ipp): a printer which can be accessed on a TCP/IP network
via the IPP protocol, for example a printer connected to a station using CUPS. This
protocol may also be used also by some ADSL-routers.

* Internet Printing Protocol (https): the same as ipp, but using http transport and with
TLS secured protocol. The port has to be defined. By default, the port 631 is used.

* Internet Printing Protocol (ipps): the same as ipp, but with TLS secured protocol.

* LPD/LPR host or Printer: a printer which can be accessed on a TCP/IP network via the
LPD protocol, for example a printer connected to a station using LPD.

* Windows printer via SAMBA: a printer connected to a station running Windows or a
SMB server and shared.

The URI can also be added directly. Here are some examples on how to form the URI:

* Appsocket

socket://ip-address-or-hostname:port
* Internet Printing Protocol (IPP)

ipp://ip-address-or-hostname:port-number/resource

http://ip-address-or-hostname:port-number/resource
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e Line Printer Daemon (LPD) Protocol

lpd://username@ip-address-or-hostname/queue

Additional information can be found in the CUPS documentation. [http://www.cup-
s.org/documentation.php/doc-1.5/network.html]

5.7.7. Device Properties

You can access the properties of the device. The menu allows access to parameters
for the CUPS server. By default a CUPS server is launched on your system, but you
can specify a different one with the Server | Connect... menu, another window which
gives access to the tuning of other specific parameters of the server, following Server
| Settings.

5.7.8. Odpravljanje napak

You can find some information on occurring errors during printing by inspecting /var/
log/cups/error_log

You can also access to a tool to diagnose problems using the Help | Troubleshoot menu.

5.7.9. Posebnosti

It is possible that some drivers for specific printers are not available in Mageia or are not
functional. In this case, have a look at the openprinting [http://openprinting.org/prin-
ters/] site to check if a driver for your device is available. If yes, check if the package is
already present in Mageia and in this case install it manually. Then, redo the installation
process to configure the printer. In all cases, report the problem in bugzilla or on the
forum if you are comfortable with this tool and furnish the model and driver information
and whether the printer works or not after installation. Here are some sources to find
other up-to-date drivers or for more recent devices.

tiskalniki Brother

This page [http://welcome.solutions.brother.com/bsc/public_s/id/linux/en/download_pr-
n.html] give a list of drivers provided by Brother. Search the driver for your device,
download the rpm(s) and install.

You should install Brother drivers before running the configuration utility.
Hewlett-Packard printers and All in one devices

These devices use the hplip tool. It is installed automatically after the detection or
the selection of the printer. You can find other information here [http://hplipopenso-
urce.com/hplip-web/index.html]. The tool "HP Device Manager" is available in the Sy-
stem menu. Also view configuration [http://hplipopensource.com/hplip-web/install/ma-
nual/hp_setup.html] for the management of the printer.

A HP All in one device must be installed as a printer and the scanner features will
be added. Note that sometimes, the Xsane interface doesn't allow to scan films or
slides (the lighting slid can't operate). In this case, it is possible to scan, using the
standalone mode, and save the picture on a memory card or USB stick inserted in the
device. Afterwards, open your favourite imaging software and load your picture from
the memory card which is appeared in the /media folder.

Samsung colour printer
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For specific Samsung and Xerox colour printers, this site provides drivers [http://fo-
o2qpdl.rkkda.com/] for the QPDL protocol.

Epson printers and scanners

Drivers for Epson printers are available from this search page [http://download.ebz.ep-
son.net/dsc/search/01/search/?0SC=LX]. For the scanner part, you must install the "is-
can-data" package first, then "iscan" (in this order). A iscan-plugin package can also be
available and is to install. Choose the rpm packages according to your architecture.

It is possible that the iscan package will generate a warning about a conflict with sane.
Users have reported that this warning can be ignored.

tiskalniki Canon

For Canon printers, it may be advisable to install a tool named turboprint available here
[http://www.turboprint.info/].

5.8. Nastavite opticni bralnik
scannerdrake

5.8.1. Namestitev

This tool 2 allows you to configure a single scanner device or a multifunction device
which includes scanning. It also allows you to share local devices connected to this
computer with a remote computer or to access remote scanners.

When you start this tool for the first time, you may get the following message:
"SANE packages need to be installed to use scanners
Do you want to install the SANE packages?"

Choose Yes to continue. It will install scanner-gui and task-scanning if they are not
yet installed.

81g orodje lahko zazenete v ukazni vrstici z ukazom scannerdrake kot skrbnik.
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File Options Help

o
[N Set up scanner

The following scanner

- UMAX 3450 flatbed scanner

is available on your system.

If your scanner is identified correctly, so if in the above screen you see the name of
your scanner, the scanner is ready for use with, for instance, XSane or Simple Scan.

In that case, you might now want to want to configure the Scanner sharing option. You
can read about it in the Razdelek 5.8.2, “Scannersharing”.

However, if your scanner hasn't been correctly identified, and checking its cable(s) and
power switch and then pressing Search for new scanners doesn't help, you'll need to
press Add a scanner manually.

Choose the brand of your scanner in the list you see, then its type from the list for that
brand and click Ok
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File Options Help

—-—
Set up scanner

- PSD

- PowerlLook

- Powerlook 1100

- PowerLook 2000

- Powerlook 2100XL
- Powerlook 270

- PowerlLook 270plus
- PowerlLook 3000

- PowerLook [II

- Powerlook 180 (UNSUPPORTED)
- Supervista S-12

- UC 12005

- UC 12005E

- UJC 630

- UC 840

- UG 830
- UG 80 H

- UMAX 3400

UMAX 3450
- UMAX Astranet ial0l
S UMAX 5-12

Please check whether your scanner is supported on the SANE: Supported De-
vices [http://www.sane-project.org/lists/sane-mfgs-cvs.html] page and ask
for help in the forums [http://forums.mageia.org/en/].

j If you can't find your scanner in the list, then click Cancel
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Set up scanner

= device where your Urnax UMAX 3450 is attached (1

Auto-detect available ports w

Slika 1. Choose port

You can leave this setting to Auto-detect available ports unless your scanner's interface
is a parallel port. In that case, select /dev/parport0 if you have only one.

After clicking Ok, in most cases you will see a screen similar to the one below.

If you don't get that screen, then please read the Razdelek 5.8.4, “Extra installation
steps”.
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Set up scanner
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5.8.2. Scannersharing
Eile_ Options  Help

T
[N Set up scanner

Here you can choose whether the scanners connected to this machine should be
accessible by remote machines and by which remote machines You can also
decide here whether scanners on remote machines should be made available on
this machine.

Scanner sharing to hosts: Mo remote machines

Use the scanners on hosts: Mo remaote machines

Here you can choose whether the scanners connected to this machine should be acces-
sible by remote machines and by which remote machines. You can also decide here
whether scanners on remote machines should be made available on this machine.

Scanner sharing to hosts : name or IP address of hosts can be added or deleted from
the list of hosts allowed to access the local device(s), on this computer.

Usage of remote scanners : name or IP address of hosts can added or deleted from the
list of hosts which give access to a remote scanner.
Eile_ Options  Help

-
[T Set up scanner

These are the machines on which the locally connected scanner(s) should be
available:

Add host

Edit selected host

Opticni bralniki v skupni rabi so na voljo gostiteljem (lahko jih dodajate):
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Set up scanner

which the local scanners should be made

(J
192.168.20.14

on which the locally connected scanne

Edit selected host

"All remote machines" are allowed to access the local scanner.
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Ei[e Options  Help

o
[N Set up scanner

saned needs to be installed to share the local scanner(s).

Do you want to install the saned package?

If the package saned is not yet installed, the tool offers to do it.

At the end, the tool will alter these files:
/etc/sane.d/saned.conf

/etc/sane.d/net.conf

/etc/sane.d/dll.conf to add or comment the directive "net"

It will also configure saned and xinetd to be started on boot.

5.8.3. Posebnosti

* Hewlett-Packard

Most HP scanners are managed from HP Device Manager (hplip) which also manages
printers. In this case, this tool does not allow you to configure it and invites you to
use HP Device Manager.

* Epson

Drivers are available from this page [http://download.ebz.epson.net/dsc/se-
arch/01/search/?0SC=LX]. When indicated, you must install the iscan-data package
first, then iscan (in this order). It is possible that the iscan package will generate a
warning about a conflict with sane. Users have reported that this warning can be
ignored.
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5.8.4. Extra installation steps

It is possible that after selecting a port for your scanner in the Slika 1, “Choose port”
screen, you need to take one or more extra steps to correctly configure your scanner.

* In some cases, you're told the scanner needs its firmware to be uploaded each time
it is started. This tool allows you to load it into the device, after you installed it on
your system. In this screen you can install the firmware from a CD or a Windows
installation, or install the one you downloaded from an Internet site of the vendor.

When your device's firmware needs to be loaded, it can take a long time at each first
usage, possibly more than one minute. So be patient.

* Also, you may get a screen telling you to adjust the /etc/sane.d/"name_of your SA-
NE_backend".conf file.

* Read those or other instructions you get carefully and if you don't know what to do,
feel free to ask for help in the forums [http://forums.mageia.org/en/].

5.9. Nastavite UPS za nadzor porabe energije
drakups

File Options Help

a Set up a UPS for power monitoring

Welcome to the UPS configuration utility.

Here, you'll add a new UPS to your system,

Cancel Mext

This page hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

To orodje lahko zazenete v ukazni vrstici z ukazom drakups kot skrbnik.
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6. Omrezje in internet

File Options Help

]>

O * Manage your network devices

Set up a new network
Network Center g interface (LAN, ISDN,
Software Management ADSL, ]l
@ Remove a connection

* Personalize and Secure your network

Share the Internet
Proxy connection with other

local machines

. Configure VPN
g Manage different 6 connection to secure
p =

network profiles ! network access

* Others
L|E Hosts definitions 1

In this screen you can choose between several network tools. Click on a link below to
learn more.

<3

1. Upravljajte omrezne naprave

a. Razdelek 6.1, “Omrezno sredisce”
b. Razdelek 6.2, “Nastavite nov omrezni vmesnik (LAN, ISDN, ADSL, ...)"
c. Razdelek 6.3, “Odstranite povezavo”

2. Nastavite in zavarujte omrezje

Razdelek 6.4, “Posredniski streznik”

Razdelek 6.5, “Nastavite skupno rabo internetne povezave skupaj z drugimi kra-
jevnimi racunalniki”

c. Razdelek 6.6, “Upravljajte omrezne profile”

d. Razdelek 6.7, “Nastavite povezavo VPN za zavarovanje dostopa do omrezja”
3. Ostalo

a. Razdelek 6.8, “Definicije gostiteljev”

6.1. Omrezno sredisce
draknetcenter
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File Options Help

Network Center

w " Wired (Ethernet) etho
/% Realtek Semiconductor Co., Ltd. RTL-8138/8138C/8139C+

#4%Monitor # Configure (=) Disconnect

B Realtek Semiconductor Co., Ltd. RTL-8139/8139C/8139C+

Please enter settings for network

* ) Automatic IP (BOOTP/DHCP) -

| Manual configuration

| Get DNS servers from DHCP

Allow users to manage the connection

| Start the connection at boot v

Cancel Ok Ings _ L

To orodje19 je mogoce najti v Nadzorni plos¢i Mageje pod zavihkom Omrezje in Internet
z imenom "Omrezni center"

6.1.1. Predstavitev

When this tool is launched, a window opens listing all the networks configured on the
computer, whatever their type (wired, wireless, satellite, etc.). When clicking on one of
them, three or four buttons appear, depending on the network type, to allow you to look
after the network, change its settings or connect/disconnect. This tool isn't intended
to create a network, for this see Set up a new network interface (LAN, ISDN, ADSL, ...)
in the same MCC tab.

In the screenshot below, given as example, we can see two networks, the first one is
wired and connected, recognizable by this icon (this one is not connected- ) and the
second section shows wireless networks, not connected recognizable by this icon =
and this one =if connected. For the other network types, the colour code is always the
same, green if connected and red if not connected.

In the wireless part of the screen, you can also see all the detected networks, with
the SSID, the Signal strengh, if they are encrypted (in red) or not (in green), and the
Operating mode. Click on the chosen one and then either on Monitor, Configure or
Connect. It is possible here to go from a network to another one. If a private network
is selected, the Network Settings window (see below) will open and ask you for extra
settings ( an encryption key in particular).

719 orodje lahko zazenete v ukazni vrstici z ukazom draknetcenter kot skrbnik.
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Click on Refresh to update the screen.

Mageia Control Center [on localhost. localdomain]

J——-—

SFR WiFi Public Managed

NEUF_AA0S ﬂ Managed
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6.1.2. The Monitor button

A Netwark monitor 3 IS S

®etho | |o wlano @connections

Upload

117118 Bytes

Traffic statistics

Downloaded: 1.06 MB (1060145 Bytes)Uploaded: 143,33 KB (143330 Bytes)
Download speed: 0 Bytes/s Upload speed: 267 Bytes/s
Interface settings
Metwork interface: etho IP Address: 182.168.0.2
Device status: up Hardware address: 00:21:70:a4:73:83

Traffic accounting

Metwark accounting is not enabled for this interface. Please enable it
in the network center in order to view detailed traffic statistics

Default routes: 192,168.0.254 (eth0); DNS: 212.27.54.252, 212,27.53.252

This button allows you to watch the network activity, downloads (toward the PC, in
red) and uploads (toward the Internet, in green). The same screen is available by right
clicking on the Internet icon in the system tray -> Monitor Network.

There is a tab for each network (here eth0 is the wired network, lo the local loopback and
wlanO0 the wireless network) and a tab connection which gives details about connection
status.

At the bottom of the window is a title Traffic accounting, we will look at that
in the next section.

6.1.3. Gumb za nastavitev

A - Za zi¢no omrezje
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Network settings o @) B8

- Broadcom Corporation NetXtreme BCM5755M Gigabit Ethern

Please enter settings for network

. Automatic IP (BOOTP/DHCP)

s Manual configuration

IP address 192.168.0.2
MNetmask 255,255.255.0
Gateway 192.168.0.254

DNS server 1 212.27.54.252
DNS server 2 212.27.53.252

| Allow users to manage the connection
| Start the connection at boot
Enable traffic accounting

| Allow interface to be controlled by Network Manager

[*] Advanced

Cancel Ol

It is possible to change all the settings given during network creation. Most of the time,
checking Automatic IP (BOOTP/DHCP) will do, but in case of problems, manual configu-
ration may give better results.

For a residential network, the IP address always looks like 192.168.0.x, Netmask is
255.255.255.0, and the Gateway and DNS servers are available from your providers
website.

Enable traffic accounting if checked this will count the traffic on a hourly, daily or mon-
thly basis. The results are visible in the Network monitor detailed in the previous sec-
tion. Once enabled, you may have to reconnect to the network.

Dovoli Nadzornemu sredis¢u nadzor nad tem vmesnikom:

This section hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

Gumb Napredno:
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This section hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

Network settings =2

B - Za brezzicno omrezje

Only the items not already seen above are explained.
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Network settings '@' @ @

Intel Corporation PRO/Wireless 3945ABG [Golan] Network Cc

MEUF_AAQE
WPAMWPAZ Pre-Shared Key v

Delujoc¢ nacin:

Select Managed if the connection is via an access point, there is an ESSID detected.
Select Ad-hoc if it is a peer to peer network. Select Master if your network card is used
as the access point, your network card needs to support this mode.

Encryption mode and Encryption key:
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If it is a private network, you need to know these settings.

WEP uses a password and is weaker than WPA which uses a passphrase. WPA Pre-
Shared Key is also called WPA personal or WPA home. WPA Enterprise is not often used
in private networks.

Allow access point roaming:

Roaming is a technology which enables allows computer to change its access point
while remaining connected to the network.

Gumb Napredno:

This page hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

. @ Network settings <2=>

* Wireless settings
Metwork ID

priority=1#auth_alg=0PEN
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6.1.4. Gumb za napredne nastavitve

This section hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

Advanced network settings

an configure advanced network settings. Please note that you have

6.2. Nastavite nov omrezni vimesnik (LAN, ISDN, ADSIL, ...)

drakconnect
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File Options Help

ﬂ Set up a new network interface (LAN, ISDN, ADSL, ...)

Choose the connection you want to configure

Wired (Ethernet)

Satellite (DVE)

Cable modem

DSL

ISDMN

Wireless (Wi-Fi)

GPRS/Edge/3G

Bluetooth Dial Up Networking
Analog telephone modem (POTS)

Cancel Mext

6.2.1. Predstavitev

This tool’® allows to configure much of local network or Internet access. You have to
know some information from your access provider or your network administrator.

Select the type of connection you want to set, according to which hardware and provider
you have.

6.2.2. Nova zicna povezava (Ethernet)

1. The first window lists the interfaces which are available. Select the one to configure.
2. At this point, the choice is given between an automatic or a manual IP address.
Samodejni IP

a. Ethernet/IP settings: you have to select if DNS servers are declared by the DHCP
server or are manually specified, as explained below. In the last case, the IP
address of DNS servers has to be set. The HOSTNAME of the computer can be
specified here. If no HOSTNAME is specified, the name localhost.localdomain
is attributed by default. The Hosthame can also be provided by the DHCP server
with the option Assign host name from DHCP server. Not all DHCP servers have
such a function and if you're setting up your PC to get an IP address from a
domestic ADSL router, it is unlikely.

201g orodje lahko zazenete v ukazni vrstici z ukazom drakconnectkot skrbnik.
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Network & Internet Configuration

Ethernet

IP settings

 Get OMNS servers from DHCP

| Assign host name from DHCP server (or generate a unique one)

Host name LIMUA-AMD -3

(¥ Advanced

Cancel Previous Mext

b. Z naprednim gumbom lahko izberete:
* Search domain (not accessible, as provided by the DHCP server)
* odjemalec DHCP
« Cakanje na uspe$nost povezave z DHCP
* Get YP server from DHCP (checked by default): specify the NIS server
* Pridobi streznike NTPD prek DHCP (sinhronizacija ure)

* the HOSTNAME required by DHCP. Only use this option if the DHCP server
requires the client to specify a hostname before receiving an IP address. This
option is not dealt by some DHCP servers.

c. After accepting, the last steps which are common to all connection configurati-
ons are explained: Razdelek 6.2.11, “Zakljucevanje nastavitev”

4. Roc¢na nastavitev

a. Ethernet/IP settings: you need to declare what DNS servers to use. The HOSTNA-
ME of the computer can be specified here. If no HOSTNAME is specified, the na-
me localhost.localdomain is attributed by default.

For a residential network, the IP address usually looks like 192.168.x.x, Netmask
is 255.255.255.0, and the Gateway and DNS servers are available from your
service provider's website.

In advanced settings, you can specified a Search domain. It would usually be your
home domain, i.e. if your computer is called "splash", and it's full domain name is
"splash.boatanchor.net", the Search Domain would be "boatanchor.net". Unless
you specifically need it, it's ok not to define this setting. Again, domestic ADSL
would not need this setting.
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Network & Internet Configuration

Ethernet

IP settings

IP address

Metmask 255,255,255.0

Gateway 192.,168.1.1
OMS server 1

DMS server 2

Host name LIMUA-AMD -3

(¥ Advanced

Cancel Previous et

b. Naslednji koraki so bolje razlozeni v Razdelek 6.2.11, “Zakljucevanje nastavitev”

6.2.3. Nova satelitska povezava (DVB)

This section hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

6.2.4. Nova kabelska povezava

1. The first window lists the interfaces which are available. Select the one to configure.
2. At this point, the choice is given between an automatic or a manual IP address.
3. Dolociti morate nacin overjanja:

* Brez

* BPALogin (necessary for Telstra). In this case you have to provide User name and
password.

4. Samodejni IP

a. Cable/IP settings: you have to select if DNS servers are declared by the DHCP
server or are manually specified, as explained below. In the last case, the IP
address of DNS servers has to be set. The HOSTNAME of the computer can be
specified here. If no HOSTNAME is specified, the name localhost.localdomain
is attributed by default. The Hosthame can also be provided by the DHCP server
with the option Assign host name from DHCP server. Not all DHCP servers have
such a function and if you're setting up your PC to get an IP address from a
domestic ADSL router, it is unlikely.

b. Z naprednim gumbom lahko izberete:
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* Search domain (not accessible, as provided by the DHCP server)

* odjemalec DHCP

« Cakanje na uspe$nost povezave z DHCP

* Get YP server from DHCP (checked by default): specify the NIS server
* Pridobi streznike NTPD prek DHCP (sinhronizacija ure)

* the HOSTNAME required by DHCP. Only use this option if the DHCP server
requires the client to specify a hostname before receiving an IP address. This
option is not dealt by some DHCP servers.

Cc. After accepting, the last steps which are common to all connection configurati-
ons are explained: Razdelek 6.2.11, “Zakljucevanje nastavitev”

5. Roc¢na nastavitev

a. Cable/IP settings: you need to declare what DNS servers to use. The HOSTNAME
of the computer can be specified here. If no HOSTNAME is specified, the name
localhost.localdomain is attributed by default.

For a residential network, the IP address usually looks like 192.168.x.x, Netmask
is 255.255.255.0, and the Gateway and DNS servers are available from your
service provider's website.

In advanced settings, you can specified a Search domain. It would usually be
your home domain, i.e. if your computer is called "splash", and it's full domain
name is "splash.boatanchor.net", the Search Domain would be "boatanchor.ne-
t". Unless you specifically need it, it's ok not to define this setting. Again, dome-
stic connection would not need this setting.

~ Mageia Control Center [on localhost] VP

Fle oOptions Help

_5- Set up a new network interface (LAN, ISDN, ADSL, ...)

Cable

IP settings

IP address

Netmask 255,255,255.0
Gateway 1582,168.1.1

DNS server 1 g8.8.8.8
DMS server 2 4.4.4.4

Host name mycomputer.athome

[ Advanced

Cancel Previous Next

b. Naslednji koraki so bolje razlozeni v Razdelek 6.2.11, “ZakljuCevanje nastavitev”
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6.2.5.

6.2.6.

Nova povezava DSL

If the tool detects network interfaces, it offers to select one and to configure it.

. A list of providers is proposed, classified by countries. Select your provider. If it is

not listed, select the option Unlisted and then enter the options your provider gave.
Izberite enega izmed protokolov, ki so na voljo:

* Protokol za dinami¢no dodeljevanje naslova IP napravi (DHCP)

* Roc¢ne nastavitve TCP/IP

* Protokol med to¢kama prek ADSL (PPPoA)

* Protokol med to¢kama prek eterneta (PPPoE)

» Tunelski protokol od tocke do tocke (PPTP)

Nastavitve dostopa

» Uporabnisko ime za prijavo

* Geslo uporabniskega racuna

* (Napredna) navidezna pot do identitete (VPI):

* |dentiteta (Naprednega) navideznega vezja (VCI)

Naslednji koraki so bolje razlozeni v Razdelek 6.2.11, “ZakljuCevanje nastavitev”

Nova povezava ISDN

. Carovnik spraduje po napravah za nastavitev:

* Rocna izbira (notranja kartica ISDN)
e Zunanji modem ISDN

A list of hardware is proposed, classified by category and manufacturer. Select your
card.

Izberite enega izmed protokolov, ki so na voljo:
* Protokol za preostali svet razen Evrope (DHCP)
* Evropski protokol (EDSS1)

A list of providers is then offered, classified by countries. Select your provider. If it is
not listed, select the option Unlisted and then enter the options your provider gave
you. Then it is asked for parameters:

* Ime povezave

» Telefonska Stevilka

* |Identiteta za prijavo

» Geslo uporabniskega rac¢una
* Nacin overjanja

After that, you have to select if you get the IP address by automatic or manual
method. In the last case, specify IP address and Subnet mask.

The next step is to choose how DNS servers address are obtained, by automatic or
manual method. In the case of manual configuration, you have to put:

* Ime domene
* Prvi in drugi streznik DNS

* Select if the hosthame is set from IP. This option is to select only if you are sure
that your provider is configured to accept it.
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7. The next step is to choose how the gateway address is obtained, by automatic or

manual method. In the case of manual configuration, you have to enter the IP ad-
dress.

8. Naslednji koraki so bolje razlozeni v Razdelek 6.2.11, “Zakljucevanje nastavitev”

6.2.7. Nova brezzicna povezava (WiFi)

1. A first window lists the interfaces which are available and an entry for Windows

driver (ndiswrapper). Select the one to configure. Use ndiswrapper only if the other
configuration methods did not work.

2. At this step, the choice is given between the different access points that the card
has detected.

3. Specific parameter for the wireless card are to provide:

Mageia Control Center [on marie.ancy]

File Options Help

-
-

Wireless

Set up a new network interface (LAN, ISDN, ADSL, ...)

Wireless settings

Operating Mode | Managed

<r

Encryption mode | WPA/WPAZ Pre-Shared Key

<r

B, e 0000000000000 0000000000000 |

Hide password

vl

[»] Advanced

| Cancel | | Previous |[ Mext ]

* Nacin delovanja:

Upravljano  To access to an existing access point (the most frequent).
Ad-hoc To configure direct connection between computers.

* Omrezno ime (ESSID)

* Encryption mode: it depends of how the access point is configured.

WPA/ This encryption mode is to prefer if your hardware allows it.
WPA2
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WEP Some old hardware deals only this encryption method.

« Sifrirni kljuc

It is generally provided with the hardware which give the access point.

At this step, the choice is given between an automatic IP address or a manual IP

address.

Samodejni IP

a. IP settings: you have to select if DNS servers are declared by the DHCP server or
are manually specified, as explained below. In the last case, IP address of DNS
servers has to be set. The HOSTNAME of the computer can be specified here.

If no HOSTNAME is specified, the name localhost.localdomain is attributed by

default. The Hostname can also be provided by the DHCP server with the option

Assign host name from DHCP server

b. Z naprednim gumbom lahko izberete:

* Search domain (not accessible, as provided by the DHCP server)

* odjemalec DHCP

« Cakanje na uspesnost povezave z DHCP

* Get YP server from DHCP (checked by default): specify the NIS servers

* Pridobi streznike NTPD prek DHCP (sinhronizacija ure)

* the HOSTNAME required by DHCP. Only use this option if the DHCP server
requires the client to specify a hostname before receiving an IP address. This
option is not dealt by some DHCP servers.

c. After accepting the configuration the step, which is common to all connection

configurations, is explained: Razdelek 6.2.11, “ZakljuCevanje nastavitev”

6. RocCna nastavitev

a.

b.

IP settings: you have to declare DNS servers. The HOSTNAME of the computer
can be specified here. If no HOSTNAME is specified, the name localhost.lo-
caldomain is attributed by default.

For a residential network, the IP address always looks like 192.168.x.x, Netmask
is 255.255.255.0, and the Gateway and DNS servers are available from your
providers website.

In advanced settings, you can specified a Search domain. It must seem to your
hostname without the first name, before the period.

Nasledniji koraki so bolje razlozeni v Razdelek 6.2.11, “Zakljucevanje nastavitev”

6.2.8. Nova povezava GPRS/Edge/3G

P wWwhNhH

If the tool detects wireless interfaces, it offers to select one and to configure it.
Stevilka PIN? Ce ni potrebna, pustite prazno.

The wizard asks for network. If it is not detected, select the option Unlisted.

A list of providers is proposed, classified by countries. Select your provider. If

it is

not listed, select the option Unlisted and then enter the options your provider gave.

Podajte nastavitve dostopa
* Ime dostopne tocke
» Uporabnisko ime za prijavo
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* Geslo uporabniskega racuna
6. Naslednji koraki so bolje razlozeni v Razdelek 6.2.11, “Zakljucevanje nastavitev”

6.2.9. Nova klicna omrezna povezava Bluetooth

This section hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

6.2.10. Nova povezava prek analognega telefonskega modema (PO-

TS)

1. Carovnik sprasuje po napravah za nastavitev:
* Rocna izbira
e Zaznana strojna oprema.
Predlagan je seznam vrat. Izberite jih.
If not yet installed, it will be suggested that you install the package kppp-provider.

4. A list of providers is proposed, classified by countries. Select your provider. If it is
not listed, select the option Unlisted and then enter the options your provider gave.
Then it is asked for Dialup options:

* Ime povezave
* telefonska Stevilka
* ime za prijavo
* Geslo
* |zberite Overitev:

- PAP/CHAP
Na osnovi ukazne datoteke
- PAP
Na osnovi terminala

- CHAP

5. Naslednji koraki so bolje razlozeni v Razdelek 6.2.11, “ZakljuCevanje nastavitev”

6.2.11. Zakljucevanje nastavitev

V naslednjem koraku lahko izberete:

* Omogoci uporabnikom upravljanje s povezavo

* Omogoci povezavo ob zagonu sistema

* Omogoci spremljanje prometa

* Dovoli Nadzornemu sredis¢u nadzor nad tem vmesnikom

* Inthe case of a wireless connection, a supplemental box is Allow access point roaming
which give the possibility to switch automatically between access point according to
the signal strength.

Z naprednim gumbom lahko izberete:
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* Metri¢ni sistem (privzeto 10)

* MTU

» Samodejna vkljucitev omrezja (hotplugging)
* Omogodi tunel med IPv6 in IPv4

The last step allows you to specify if the connection is to start immediately or not.

Network & Internet Configuration

6.3. Odstranite povezavo
drakconnect --del
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_EilE Options  Help

- Remove a connection

eth0: Realtek Semiconductor Co., Ltd.|RTL-8138/8138C/8139C+ v

Here, you can delete a network interface®!.

Click on the drop down menu, choose the one you want to remove and then click next.
You'll see a message that the network interface has been deleted successfully.

6.4. Posredniski streznik
drakproxy

2o orodje lahko zaZenete v ukazni vrstici z ukazom drakconnect --del kot skrbnik.
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File Options Help

E
» Proxy

=

Here you can set up your proxies configuration (eg: http:f
my_caching_server:8080)

HTTP proxy [ ]

Use HTTP proxy for HTTPS connections

If you have to use a proxy server to access to the internet, you can use this tool?? to
configure it. Your net administrator will give you the information you need. You can also
specify some services which can be accessed without the proxy by exception.

From Wikipedia, on 2012-09-24, article Proxy server: In computer networks, a proxy
server is a server (a computer system or an application) that acts as an intermediary
for requests from clients seeking resources from other servers. A client connects to the
proxy server, requesting some service, such as a file, connection, web page, or other
resource available from a different server. The proxy server evaluates the request as
a way to simplify and control their complexity.

6.5. Nastavite skupno rabo internetne povezave skupaj z
drugimi krajevnimi racunalniki
drakgw

2270 orodje lahko zazenete v ukazni vrstici z ukazom drakproxy kot skrbnik.
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%‘_; Share the Internet connection with other local machines
i~

You are about to configure your computer to share its Internet connection.
with that feature, other computers on your local network will be able to use this computer's Internet connection,

Make sure you have configured your Network/finternet access using drakconnect before going any further.

Mote: you need a dedicated Network Adapter to set up a Local Area Network (LAN). Please disable Mageia Firewall for
the network adapter connected to your LAM connection before proceeding.

Cancel

| Previous || MNext |

6.5.1. Nacela

VA
)

o
A
oy

w5 |7

This is useful when you have a computer (3) which has Internet (2) access and is con-
nected also to a local network (1). You can use computer (3) as a gateway to give that
access to other workstations (5) and (6) in the local network (1). For this, the gateway
must have two interfaces; the first one such as an ethernet card must be connected to
the local network, and the second one (4) connected to the Internet (2).
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The first step is to verify that the network and the access to Internet are set up, as
documented in Razdelek 6.1, “Omrezno sredisce”.

6.5.2. Carovnik za privzeti prehod

The wizard?? offers successive steps which are shown below:

« If the wizard does not detect at least two interfaces, it warns about this and asks to
stop the network and configure the hardware.

* specify the interface used for the Internet connection. The wizard automatically su-
ggests one of the interfaces, but you should verify that what is proposed is correct.

» specify which interface is used for the Lan access. The wizard also proposes one,
check that this is correct.

* The wizard proposes parameters for the Lan network, such as IP address, mask and
domain name. Check that these parameters are compatible with the actual configu-
ration. It is recommended that you accept these values.

* specify if the computer has to be used as a DNS server. If yes, the wizard will check
that bind is installed. Otherwise, you have to specify the address of a DNS server.

» specify if the computer is to be used as a DHCP server. If yes, the wizard will check
that dhcp-server is installed and offer to configure it, with start and end addresses
in the DHCP range.

» specify if the computer is to be used as a proxy server. If yes, the wizard will check
that squid is installed and offer to configure it, with the address of the administrator
(admin@mydomain.com), name of the proxy (myfirewall@mydomaincom), the port
(3128) and the cache size (100 Mb).

* The last step allows you to check if the gateway machine is connected to printers
and to share them.

You will be warned about the need to check the firewall if it is active.

6.5.3. Nastavljanje odjemalca

If you have configured the gateway machine with DHCP, you only need to specify in
the network configuration tool that you get an address automatically (using DHCP).
The parameters will be obtained when connecting to the network. This method is valid
whatever operating system the client is using.

If you must manually specify the network parameters, you must in particular specify

the gateway by entering the IP-address of the machine acting as the gateway.
6.5.4. Prenehaj s skupno rabo povezave

If you want to stop sharing the connection on the Mageia computer, launch the tool. It

will offer to reconfigure the connection or to stop the sharing.

6.6. Upravljajte omrezne profile
draknetprofile

This page hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]
Thanking you in advance.

70 orodje lahko zazenete v ukazni vrstici z ukazom drakgw kot skrbnik.
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To orodje lahko zazenete v ukazni vrstici z ukazom draknetprofile kot skrbnik.

6.7. Nastavite povezavo VPN za zavarovanje dostopa do
omrezZja
drakvpn

File Options Help

Configure VPN connection to secure network access
~=1l

Choose the VPN type

6.7.1. Predstavitev

This tool** allows to configure secure access to a remote network establishing a tunnel
between the local workstation and the remote network. We discuss here only of the
configuration on the workstation side. We assume that the remote network is already
in operation, and that you have the connection information from the network admini-
strator, like a .pcf configuration file .

6.7.2. Nastavitev

First, select either Cisco VPN Concentrator or OpenVPN, depending on which protocol
is used for your virtual private network.

Then give your connection a hame.

At the next screen, provide the details for your VPN connection.

e Za Cisco VPN

270 orodje lahko zazenete v ukazni vrstici z ukazom drakvpn kot skrbnik.
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Configure VPN connection to secure network access

login.mydomain.com

I
VPN configuration

* For openvpn. The openvpn package and its dependencies will be installed the first
time the tool is used.
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VPN configuration

Select the files that you received from the network administrator.

Napredne moznosti:

The next screen asks for IP-address of the gateway.

When the parameters are set, you have the option of starting the VPN connection.
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This VPN connection can be set to start automatically with a network connection. To do
this, reconfigure the network connection to always connect to this VPN.

6.8. Definicije gostiteljev
drakhosts

Py
Eile

Options  Help

Hosts definitions

IP address : Host name : Host Aliases : Add
127.0.0.1 localhost Modify
Remove
Quit
& add entry A O
Please add information
IP address: 192,168.1.57
Host name: internet.access
Host Aliases:  [access| |
|  Cancel | { ok |

| Cancel | | Ok |

If sozr?e systems on your network grant you services, and have fixed IP-addresses, this
tool”” allows to specify a name to access them more easily. Then you can use that
name instead of the IP-address.

Dodaj

With this button, you add the name for a new system. You will get a window to specify
the IP-address, the host name for the system, and optionally an alias which can be used
in the same way that the name is.

Spremeni

You can access the parameters of an entry previously defined. You get the same win-
dow.

1o orodje lahko zazenete v ukazni vrstici z ukazom drakhosts kot skrbnik.
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7. Sistem

File Options Help

]>

O * Manage system services
- o . Manage .systeml ser\ffices
' '; Authentication < Y. by enabling or disabling
Software Management C Tl them

Network & Internet Manage, add and
System remove fonts. Import

Windows(TM) fonts

Network Sharing

Local
=

Security

* Localization

C“:h Manage date and time

&

Manage localization for
your system

* Administration tools

“ Viiew and search system
logs

Manage users on
' system

In this screen you can choose between several system and administration tools. Click
on a link below to learn more.

Open a console as
administrator —

Import Windows (TM)
documents and settings

<« H

<3

1. Upravljajte s sistemskimi storitvami

a. Razdelek 7.1, “Overjanje”

b. Razdelek 7.2, “Upravljajte sistemske storitve”

Razdelek 7.3, “Upravljajte, dodajte in odstranite pisave. Uvozite pisave iz Win-
dows(TM)"”

2. PodrocCne nastavitve

a. Razdelek 7.4, “Nastavite datum in ¢as”

b. Razdelek 7.5, “Upravljajte prevode in podro¢ne nastavitve”

3. Orodja za upravljanje

Razdelek 7.6, “Preglejte sistemske dnevnike in iscite po njih”
Razdelek 7.7, “Odprite konzolo kot skrbnik”
Razdelek 7.8, “Uporabniki in skupine” = Manage users on system

o 0 T w

Razdelek 7.9, “Uvozite dokumente in nastavitve iz Windows(TM)"

7.1. Overjanje
drakauth
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File Options Help

,, Authentication

Authentication
LDAP:

This tool*® enables you to modify the manner in which you can be recognized as user
of the machine or on the net.

By default, information for your authentication is stored in a file on your computer.
Modify it only if your network administrator invites you to do so and give information
about that.

7.2. Upravljajte sistemske storitve
drakxservices

2610 orodje lahko zaZenete v ukazni vrstici z ukazom drakauth kot skrbnik.
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0
.

Manage system services by enabling or disabling them

Services and daemons

Infa

running

acpid

nfa

EIEGIEEIEEIEEIEIEIE(E

on boot
Sto
Sto
Sto

H

Stop

(SIS B (< B3 (S

cEEEREEEEE

N

This page hasn't been written yet for lack of resources. If you think you can write this
help, please contact the Doc team. [https://wiki.mageia.org/en/Documentation_team]

Thanking you in advance.

To orodje lahko zazenete v ukazni vrstici z ukazom drakxservices kot skrbnik.

7.3. Upravljajte, dodajte in odstranite pisave. Uvozite pi-

save iz Windows(TM)
drakfont
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File Options Help

——
- Manage, add and remove fonts. Import Windows(TM) fonts

Font List
Farmily: Style: Size:
Sans 2 |Regular = 10,0
Serif Italic 10l
Shado Bold 11
Sharjah Bold Italic 13
Simple CLM 13
Sindbad 14
Stam Ashkenaz CLM 15
Stam Sefarad CLM 15
Standard Symbols L 17
Tarablus 1g
Terafik 50
Terrminal D 57
Tholoth 54
Times A Py
L . W w
Preview:

abcdefghijk ABCDEFGHIK

Get Windows Fonts

Options Uninstall Import Close

To orodje27 je mogoce najti v Nadzorni plos¢i Mageje pod zavihkom Sistem. Omogoca
upravljanje namescenih pisav. Zaslon zgoraj prikazuje:

* the installed font names, styles and sizes.
* predogled izbrane pisave.
* nekateri gumbi so kasneje razlozeni.

Pridobi pisave Windows:

This button automatically adds the fonts found on the Windows partition. You must
have Microsoft Windows installed.

Moznosti:

It allows you to specify the applications or devices (printers mostly) able to use the
fonts.

Odstranitev:

This button is to remove installed fonts and possibly save some place. Be careful when
removing fonts because it may have serious consequences on the documents that use
them.

Uvoz:

Allows you to add fonts from a third party (CD, internet, ...). The supported formats
are ttf, pfa, pfb, pcf, pfm and gsf. Click on the Import button and then on Add, a file

2110 orodje lahko zazenete v ukazni vrstici z ukazom drakfont kot skrbnik.
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manager pops up where